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GENERAL NOTES:

1.

THIS PROJECT CONSISTS OF REPAIRS TO THE SS. PETER & PAUL
CATHOLIC CHURCH TO INCLUDE BUT NOT LIMITED TO:

REPOINTING OF MASONRY, REPLACEMENT OF ALL RELATED FLASHING
ASSEMBLIES, MASONRY REPLACEMENT, REPAIR OF MASONRY,

NEW CAST STONE INSTALLATION, NEW FLASHING ASSEMBLIES,
CLEANING OF & APPLICATION OF WATER REPELLANT TO EXTERIOR
MASONRY SURFACES, AND OTHER RELATED WORK AS DEFINED IN
THE PROJECT MANUAL & DRAWINGS.

ALL DIMENSIONS TO BE FIELD VERIFIED FOR ACCURACY.
CONSULT WITH ARCHITECT FOR LOCATION(S) OF
CRITICAL DIMENSIONS TO BE MAINTAINED.

REPORT ANY UNCOVERED DETERIORATED CONDITIONS TO
ARCHITECT PRIOR TO COVERING UP WORK.

ALL EXISTING ITEMS TO REMAIN OR BE RELOCATED SHALL
BE PROTECTED FROM DAMAGE DURING CONSTRUCTION. IF

DAMAGED THEY SHALL BE REPAIRED OR REPLACED BY THE
CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.

MAINTAIN CLEAR PATH OF EGRESS AT ALL TIMES DURING
CONSTRUCTION.

ALL SMACNA REFERENCED FIGURES ARE FOUND IN THE
PROJECT SPECIFICATION BOOKLET.

CLEAN ENTIRE MASONRY EXTERIOR OF EXISTING CHURCH
BUILDING AS DESCRIBED IN PROJECT SPECIFICATIONS.

APPLY WATER REPELLENT TO ALL SIDES OF BELL TOWER
ONLY, AS DESCRIBED IN THE PROJECT SPECIFICATIONS.
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CATHOLIC CHURCH TO INCLUDE BUT NOT LIMITED TO:
REPOINTING OF MASONRY, REPLACEMENT OF ALL RELATED FLASHING
ASSEMBLIES, MASONRY REPLACEMENT, REPAIR OF MASONRY,
NEW CAST STONE INSTALLATION, NEW FLASHING ASSEMBLIES,
CLEANING OF & APPLICATION OF WATER REPELLANT TO EXTERIOR
MASONRY SURFACES, AND OTHER RELATED WORK AS DEFINED IN
THE PROJECT MANUAL & DRAWINGS.

2. ALL DIMENSIONS TO BE FIELD VERIFIED FOR ACCURACY.
CONSULT WITH ARCHITECT FOR LOCATION(S) OF
CRITICAL DIMENSIONS TO BE MAINTAINED.

>—

3. REPORT ANY UNCOVERED DETERIORATED CONDITIONS TO
ARCHITECT PRIOR TO COVERING UP WORK.

4. ALL EXISTING ITEMS TO REMAIN OR BE RELOCATED SHALL
BE PROTECTED FROM DAMAGE DURING CONSTRUCTION. IF
DAMAGED THEY SHALL BE REPAIRED OR REPLACED BY THE
CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.

5.  MAINTAIN CLEAR PATH OF EGRESS AT ALL TIMES DURING
CONSTRUCTION.

6. ALL SMACNA REFERENCED FIGURES ARE FOUND IN THE
PROJECT SPECIFICATION BOOKLET.
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U 7. CLEAN ENTIRE MASONRY EXTERIOR OF EXISTING CHURCH
(3
2

BUILDING AS DESCRIBED IN PROJECT SPECIFICATIONS.

A501 8. APPLY WATER REPELLENT TO ALL SIDES OF BELL TOWER
ONLY, AS DESCRIBED IN THE PROJECT SPECIFICATIONS.

A501

o

A501

A501 KEY NOTES:

REPOINT EXISTING BELL TOWER MASONRY. CLEAN

AND APPLY MASONRY WATER REPELLANT AS SPECIFIED TO

REPOINTED AREAS. REPLACE ALL CRACKED, BROKEN OR
DAMAGED BRICK MASONRY-20% OF ALL BRICK MASONRY
ON ALL SIDES.

polt

@ REMOVE DAMAGED, LOOSE STONE MATERIAL ON SOUTH AND
WEST FACING STONE WINDOW ARCHES. GRIND CLEAN

/) [
) S
SURFACE DOWN 1 /2”. BUILD BACK NEW SURFACE WITH
m REPAIR MORTAR. SEE SPECIFICATIONS FOR PRODUCT
DETAILS AND PROCEDURES.
AS01 — <3> REMOVE ALL EXISTING METAL AND RELATED FLASHING AT
CORNICE. REMOVE ANY DETERIORATED SUBSTRATE AND
RECONSTRUCT CORNICE WITH COPPER. MATCH ALL
EXISTING PROFILES AND DIMENSIONS. PROVIDE VENTING AND
DRAINAGE OF MOISTURE AT LOW AREAS PRONE TO POOLING.
REFER TO SMACNA FIGURES 4-16 AND 12-—1 FOR
SIMILAR CONSTRUCTION CONDITIONS.

A501 g —

y

A501

&

REPOINT EXISTING BRICK MASONRY AS INDICATED BY
HATCHED AREA, 12 INCHES SURROUNDING RECONSTRUCTED
CORNICE AND RELATED FLASHING. REMOVE AND REPLACE
75% OF ALL MASONRY WITHIN 12 INCHES OF NEW CORNICE
AND RELATED FLASHING.

THREE (3) CORNER PEDIMENT CAP STONES ON BELL
TOWER'S SW, NW AND NE CORNERS TO BE REMOVED AND
REPLACED WITH NEW CAST STONE. USE EXISTING SE
CORNER STONE AS A TEMPLATE. MATCH ALL EXISTING
DIMENSIONS AND PROFILES, TYP.

N\
]
@

N

STONE SILL (8 LOCATIONS) & FLAT CAP STONES
(4 LOCATIONS) ADJACENT THE DOME’'S BASE
REQUIRE NEW FLASHING TO BE FABRICATED AND
INSTALLED. REFER TO SMACNA FIGURE 4-4 IN
SPECIFICATION FOR SIMILAR FLASHING CONDITIONS.

FOUR (4) ROUND WINDOW UNITS AND ADJACENT MASONRY
ON BELL TOWER TO BE REMOVED FOR CAST STONE AND
FLASHING INSTALLATION. SEE DETAIL 5/A202.
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